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THERE WILL BE NO CHANGES IN SPECIFICATION, DIMENSIONS, OR MATERIALS

UNLESS APPROVED BY THE ENGINEER RESPONSIBLE FOR THIS DRAWING.

THE DRAWINGS ARE PREPARED COOPERATIVELY BY THE NATURAL

RESOURCE CONSERVATION SERVICE FOR THE NAMED LANDOWNER.

CONSTRUCTION FOUND NOT IN ACCORDANCE WITH THESE DRAWINGS AND

SPECIFICATIONS SHALL VIOLATE THE COOPERATIVE  AGREEMENT AND ALL

DRAWINGS, SPECIFICATIONS, AND QUANTITIES ESTIMATE SHALL

IMMEDIATELY BE RETURNED TO THE LOCAL NRCS OFFICE.

GENERAL NOTES:

 PLEASE CONTACT THE DISTRICT SOIL CONSERVATION DISTRICT  AT

LEAST 3 DAYS PRIOR TO CONSTRUCTION TO ARRANGE A

PRE-CONSTRUCTION MEETING @ PHONE #

  A CONSERVATION TECHNICIAN SHALL VERIFY CUT/GRADE STAKES AT

THE CONTRACTORS REQUEST

MATERIALS LIST

ALL EXCAVATION AND METHODS OF CONSTRUCTION SHALL BE

      IN ACCORDANCE WITH THE MARYLAND OCCUPATIONAL

      SAFETY AND HEALTH ADMINISTRATION (MOSHA) STANDARDS

      AS SET FORTH IN THE LATEST VERSION OF THE CODE OF

      MARYLAND REGULATIONS

SAFETY REGULATIONS

LANDOWNER/PROJECT
578 - STREAM CROSSING

(DISTRICT soil conservation district)

LANDOWNER INFORMATION:              STREAM CLASSIFICATION:

CONTACT PERSON:

SITE DETAILS:

TOTAL DISTU
RBED ACRES

 =                    
       ±

TOTAL DISTU
RBED SQFT 

=                    
          ±

SITE DATA:

CONSTRUCTION SUPERVISION BY NRCS/MDA/SCD PERSONNEL

LANDOWNER'S PERMISSION FOR MDE AND COE INSPECTION

CONSTRUCTION SEQUENCE:

CONTACT THE DISTRICT SOIL CONSERVATION DISTRICT AT 410-228-5640 EXT. 3 TO

ARRANGE A PRE-CONSTRUCTION MEETING.

CONTACT MISS UTILITY AT 1-800-257-7777

INSTALL DEWATERING BASIN

INSTALL PUMP AROUND DEVICE

EXCAVATE AREA FOR PROPOSED CROSSING

INSTALL FILTER FABRIC, SLATS, AND ROCK

STABILIZE ALL DISTURBED AREAS PER VEGETATIVE STABILIZATION METHODS

AND MATERIALS DETAIL ON PAGE ____

REMOVE ALL EROSION AND SEDIMENT CONTROL MEASURES

CONSTRUCTION NOTIFICATION

The Contractor/Owner is to notify the                                 SOIL

CONSERVATION DISTRICT at least 72 hours prior to

construction to facilitate any scheduling, layout, or preliminary

mobilization necessary to ensure proper construction

inspection to enable appropriate certification of the project.

It is the Landowner's responsibility to obtain all County, State,

and Federal permits that may be needed, and to maintain this

structure and related regulations.

DISTRICT

SITE

OWNER/CONTRACTOR STATEMENT

I CERTIFY THAT THIS DESIGN HAS BEEN

EXPLAINED TO ME BY A REPRESENTATIVE OF

THE ______________________ SOIL

CONSERVATION DISTRICT, AND I UNDERSTAND

THE CONTENTS, ALL CONSTRUCTION WILL BE

DONE ACCORDING TO THESE PLANS AND

SPECIFICATIONS, I FURTHER UNDERSTAND

THAT ALL CONSTRUCTION WILL BE UNDER THE

INSPECTION OF THIS OFFICE.

OWNER'S SIGNATURE                      DATE

CONTRACTOR'S SIGNATURE           DATE

DISTRICT

THE CONSERVATION PRACTICE(S) MEETS OR EXCEEDS

NRCS STANDARDS AND SPECIFICATIONS

SIGNATURE                        DATE

AS-BUILT STATEMENT

INSPECTED BY

CONSTRUCTION APPROVAL

VERIFIED DISTRICT

CONSERVATIONIST

SIGNATURE                        DATE

SIGNATURE                        DATE



PLAN VIEW

PROFILES/CROSS SECTIONS



CONCRETE SLAT DETAIL
AS PER KEYSTONE CONCRETE, INC.
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(SEE DETAIL THIS SHEET)

CONCRETE SLAT DETAIL

AS PER KEYSTONE CONCRETE PRODUCTS, INC.

WEIGHT
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UNITED STATES

DEPARTMENT OF

AGRICULTURE

NATURAL RESOURCES CONSERVATION SERVICE

MARYLAND

ISSUE DATE:

DRAWING NO.

TOTAL AREA

LANDOWNER

TRACT

PRACTICE(S)

AREA 1 AREA 2 AREA 3

MATERIALS/RATE

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

PLANNED

AMOUNT

APPLIED

AMOUNT

APPLIED

FERTILIZER 10-20-20

500LBS/AC

AMOUNT

APPLIED

LIME - 2TONS/AC

DOLOMITIC

SEED MIXTURE

(SEE BELOW)

MULCH

2 TONS/AC

ENTER KINDS AND AMOUNT OF SEED BELOW NOTE: INOCULATE ALL LEGUMES

NRCS SEED MIX #

DISK ALL DISTURBED AREAS TO A DEPTH OF 4-6"

CULTIPACK AFTER SEEDING

SEEDING DATES

AREA 1

NRCS SEED MIX # NRCS SEED MIX #

AREA 2 AREA 3

PLAN APPROVED BY: CHECKED FOR TECHNICAL COMPLANCE BY:

TITLE DATE TITLE DATE

7/2014

S-1.0

SEEDING



EROSION & SEDIMENT CONTROLS
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SIDE VIEW OF PIPE DETAIL
NOT TO SCALE

FLARED END SECTION DETAIL
NOT TO SCALE

CULVERT PIPE
DETAIL(ALUMINUM)

EL.

EL.

EL.

SLOPE

COMPACTED FILL

SIDE VIEW OF PIPE DETAIL
NOT TO SCALE

(AS PER ADS DESIGN)

CULVERT PIPE
DETAIL(HDPE)

EL.

EL.

EL.

SLOPE

COMPACTED FILL

N.T.S.

FILTER CLOTH

(MINIMUM CLASS SE)

ACCESS LANE DETAIL
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